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PLASTER WITH DRIP
EDGE AS SPECIFIED

APPROVED MS SEALANT ON/
HEAD & JAMB ONLY

REBATE FORMED IN CONCRETE

25mm REBATE
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LINING AS
SPECIFIED
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e A1 AR SEAL

ALUMINIUM JOINERY AS
SPECIFIED

JAMB

hIMBER REVEAL AS
PECIFIED

ACKERS AT FIXING POINTS
AS SPECIFIED

LINING AS SPECIFIED

CONTINUOUS AIR SEAL\|

PACKERS AT FIXING POINTS AS
SPECIFIED

TIMBER REVEAL AS
SPECIFIED

ALUMINIUM JOINERY AS
SPECIFIED

APPROVED MS SEALANT ON
HEAD & JAMB ONLY

FLEXIBLE WATERPROOFING TAPE OR
MEMBRANE ON SILL BLOCK AND EXTENDING
200mm UP JAMB
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PLASTER AS SPECIFIED

|——— 75— |

OF WALL

190 SERIES AMBIONSE

ALUMINIUM JOINERY
AS SPECIFIED

PACKERS AT FIXING
POINTS AS SPECIFIED

10!

STANDARD SILL BLOCK
TRIMMED TO SUIT WIDTH

LINING AS SPECIFIED

TIMBER REVEAL FIXED AS PER
JOINERY MANUFACTURER

REQUIREMENTS

/CONTINUOUS AIR SEAL

WATERPROOFING TAPE OR _| 2‘5

FLEXIBLE MEMBRANE ON
SILL EXTENDING AT LEAST
200mm UP JAMB

e

a

/
e
PLASTER WITH MESH ’/
REINFORCING AS e
SPECIFIED

7~
A

STANDARD SILL BLOCK_/
(FIX TO WALL WITH ADHESIVE
FOAM WHEN JOINERY IS
ABOUT TO BE INSTALLED)

250

\—FIXING TO CONCRETE
AS SPECIFIED

300 SERIES SILL BLOCK
(NON-STANDARD)

\—250 SERIES AMBIONSE
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300

300 SERIES AMBIONSE

| — TIMBER BLOCKS TO
T PROVIDE FIXING FOR
JOINERY

LINING AS SPECIFIED

LINING AS
SPECIFIED

Note: ADDITIONAL PROPRIETARY FLASHINGS MAY BE REQUIRED - CONFIRM WITH JOINERY MANUFACTURER

STANDARD SILL BLOCK

250

/

OPTIONAL DRIP EDGES AND
FACINGS FOR CUSTOM SILLS

ARE AVAILABLE

75mm FOR 190 SERIES, 105mm FOR 250 & 300 SERIES

TRIM LINES FOR

190 SERIES WALL

25mm REBATE

5-10mm GAP
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1 —

These details are intended to assist the user in the construction of Ambionse insulated concrete formwork structures
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